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@ SLIDE IS PROVIDED WITH A DETENT IN THE CLOSED POSITION.

B o + B o* %o o* 8. SLIDE IS PROVIDED WITH SILENCING BUMPERS IN TEE

PART NUMBER
OPEN & CLOSED POSITIONS.

301-2590-12 7. LEFT HAND SHOWN, RIGHT HAND OPPOSITE.

301-2590-13 6. USE ONLY No.8 SLOTTED FAN OR SLOTTED BINDING BEAD SCREWS
FOR MOUNTING THROUGH SLIDE MEMBERS. MAX. .100 HIGH X 380
DIAMETER SCREW HEAD CLEARANCE NECESSARY IN ORDER TO CLEAR

TRAVERSING BALL RETATNER.

5. WIDTH OF SLIDE MEASURED IN CLOSED POSITION, ACROSS THE
AREA WHERE THE SLIDE MEMBERS ARE FULLY ENGAGED WITH
BALL BEARINGS.

301-2590-14
301-2590-15
301-2590-16

18,00
1381.0] B FINISH: ELECTRO-IINC PLATE, CHROMATE COATED.
('€’ = CLEAR ZINC, 'CB' = BLACK ZINC)

301-2590-17
301-2590-18
301-2590-19
301-2590-20 1561 iszy
301-2590-21

3. LUBRICANT: HICH-LOW TEMPERATURE CREASE.
2. BALL BEARING: CARBURIZED STEEL.

1100
£279.91
12,00

1. MATHRIAL: SLIDE MEMBERS AND COMPONENT PARTS :
WORK, HARDENED COLD ROLLED STEEL.

NOTES: 1NLESS OTHERWISE SPECIFIED
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