M ohawk Product Data Sheet

Finishing Products, Inc.

BLENDAL PIGMENT POWDER STAINS-48 COLORS
M 370 — (COLOR NUMBER)
Availablein 1 and 16 ouncejars

Product Description: ThisMohawk line of dry ground pigment colors can be used to tint many
different clear coatingsi.e. padding finishes, clear lacquers, shellac, varnishes, water coatings, waxes, etc. This
versatile property makes it suitable for amost any repair especialy padding lacquer repairs.

Advantages:
1. Compatible with many finishes.

2. Easytouse
3. Precolor matched.
4. Very lightfast

Product Limitations:
1. Not suitable for direct food contact.

Characteristics:

*Weight per galon: 19.00 — 28.0 Ibs./gdl. *Spec. Gravity: 2.28 —3.36
Flashpoint: None Boiling Range 0.0
Volatile Organic Compounds (VOC): 0.00 *Non Volatile (wt.) 100%

Package Life: 3 years
Air Quality Data: Non-Photochemicdly Reactive

HMIS: Hazardous Air Pollutants: 0.0 Ib./1 Ib. solids
Hedlth: 1 * Depending upon color

Flammability: O

Reactivity: 0

Personal Protection; E

Specifications:

Directions. Surface should be clean and dry.

Pad Lacover over bare spot.

Apply Blendal Stain lightly over spot to be re-stained.

Pad lightly over re-stained spot.

Spray Mohawk Tone Finish Lacquer of the proper sheen to protect and blend in repair.

If alarge areaisto be repaired, use Mohawk Rapid Pad which flows and spreads more freely. Topcoat
with Lacquer for protective finish.
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Safety Cautions. Contents are EXTREMELY FLAMMABLE. Vapors may ignite EXPLOSIVELY.
Keep away from heat, sparks and open flame. During use and until al vapors are gone, keep area well
ventilated. Avoid breathing of vapor and spray mist. USE ONLY WITH ADEQUATE VENTILATION.
Avoid contact with skin and eyes. Wash hands after using. Keep container closed when not in use. Do not
transfer contents to other containers for storage.

KEEP OUT OF REACH OF CHILDREN

MSDS: If Material Safety Data Sheet is required, contact:
Mohawk Finishing Products, Inc.

4715 State Highway 30

Amsterdam, NY 12010-7417

Phone: 518-843-1380

Fax: 518-842-3551



