A570 SERIES

FULL SURFACE, NARROW FRAME LEAF, 1/16" INSET
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>> MATERIAL: EXTRUDED 6063—T6 ALUMINUM ALLOY
WITH POLYACETAL THRUST BEARINGS
>> COLOR: 30 MINUTE CLEAR ANODIZED AND

>>

CUSTOM HOLE LOCATIONS:

2—-STEP DARK BRONZE ANODIZED

HOLE SIZES & LOCATIONS PER
CUSTOMER SPECIFICATIONS.

>> DOOR TYPE: FOR 1-3/4” DOORS STANDARD,
HEAVY DUTY UP TO 450 LBS.
7/8" MIN. FRAME

>> DOOR REINFORCEMENT: NONE REQUIRED.

>>

>>

WOOD DOORS. P
>> HINGE KING: TEMPLATED AND HOLE PATTERN IS THE u
SAME FROM HINGE TO HINGE.
>> HANDING: HINGE IS NON—HANDED UNLESS
CUT IN THE FIELD.
>> FIRE RATING: UL LISTED FOR UP TO 3 HOUR RATED q g
DOORS WITTH USE OF A STEEL STUD. - L~
N Y
>> SCREW DETAIL: 12—24 X 7/8” PHILLIPS PAN HEAD SELF

FRAME REINFORCEMENT:

SPECIAL FEATURES:

OVER 200 LBS. REINFORCE WITH
16 GA. CHANNEL.

FOR USE WITH FLUSH ALUMINUM,
GLASS RAIL HOLLOW METAL OR

DRILLING THREAD FORMING TEK SCREW &
1/4-20 X 1-9/16L. X 3/8 DIA. SEX—BOLT
WITH 1/4-20 X 1” PH. HEAD SHOULDER
SCREWS, FOR THE DOOR.

ABH MODEL LENGTH SCREW COUNT
NUMBER INCHES[CENTIMETERS | # FOR DOOR| # FOR JAMB
A570HD83 (STD/HD)| 83 | 210.8 14 14
A570HD85 (STD/HD)| 85 | 215.9 14 14
A570HD95 (STD/HD)| 95 | 241.3 15 15
A570HD120 (STD/HD)| 120] 304.8 18 18
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